
 

Ord. code: 700.01.176 

G10 90° fitting 
No. 700.20.511 

G 90° fitting 
No. 700.20.111 

Adapter set 
No. 700.01.176 

 

Clamp No.1 

 

Clamp No.2 
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AAddddiittiioonnaall  AA//CC  cciirrccuuiitt  oonn  PPeeuuggeeoott  BBooxxeerr  XX22  5500  ttoo  tthhee 

eexxppaannssiioonn  vvaallvvee 

 
 
Connection adapter set to expansion valve 

1. Unscrew and remove the original hoses 
2. Unscrew the 2 original studs from the expansion valve 
3. Unscrew and remove the original expansion valve screw 
4. Fix the adapter with the new screw on the expansion valve (lubricate the O’ring seals 

before assembly) 
5. Fix the original hoses to the adapter with the 2 new screws 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

500mm of Ø20 
protection 

 

Clamp No.2 

 

Clamp No.5 & 6 

 

Fix G10 hose with 
the original clamp 

disponible 

 

Clamp No.4 

 
Clamp with Clip 

 
Clamp No.3 

On the coolant 
liquid bracked 

 
Clamp No.7 
Fixed on the 

original bracked  

Clamp No.6 
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Clamp No.8 

 

Clamp No.9 

 

Norma Clamp Ø25 No.1 
Fixed by rivet in original 

hole 

 

Clamp No.10 

 

Clamp No.11 

 

Clamp 

 

Norma Clamp Ø45 No.1 
Fixed by the original M8 

screw 

 

Norma Clamp Ø45 No.2 
Dril a Ø6mm hole 
Fixed by a rivet 

Drill a Ø51mm hole 
170mm de Snap On 

Drill a Ø6mm hole 
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Replace thermal 
protection 

 

Remove all plastic part 
and seat belt 
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Drill a Ø50mm hole 
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Note ! Specifications subject to change without notice. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


