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22..44GG  BBuuss  WWiirreelllleessss  MMiiccrroopphhoonnee  
 

 
 
 

 
 

 
 
 

 
 

 
 
 

 
 

 

11..   SSAAFFEETTYY  NNOOTTIICCEE  

  
 

Note: washing vehicles, water intrusion will not be among the machines 
 
Note: installation, maintenance, must be professional to operate 

  

22..   WWIIRREELLEESSSS  MMIICCRROOPPHHOONNEE  RREECCEEIIVVEERR  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

Ord.code.: MC1401 



 

Power Switch 
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1-180908-0 TYCO 

43020-0400 MOLEX 

GROUND 
BLACK 

RED 

GREEN SWITCH + 

YELLOW SWITCH - 

A 

A 

A 

A BLACK 

WHITE (1) 
(2) 

(3) 

(4) 

33..   WWIIRREELLEESSSS  MMIICCRROOPPHHOONNEE  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

44..   UUSSEERR’’SS  HHEELLPP  

  
Use of the product, the first open wireless MIC receiver within three meters away from 

the microphone, MIC with MIC receiver signal connections, and can be used in the 
range of 15m. 
If there is no connection within three meters, three meters away from open wireless 

microphone will not be able to receive signals, and can not be used normally. 
Adjust the volume of MIC is on the MIC receiver VOL + (volume +), VOL – (volume -) 

button to adjust the volume size. 

  

55..   WWIIRRIINNGG  IINNSSTTRRUUCCTTIIOONNSS  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  



 

Mounting Template 

BLACK (SWITCH -) 

BLACK (GROUND) 

RED (DC 24V) 
FUSE 2A 

A 

A 
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Note ! Specifications subject to change without notice. 

RED (SWITCH +) 

AUDIO OUTPUT A 

A 
1 2 

3 4 

(3) 

(4) 

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

66..   SSPPEECCIIFFIICCAATTIIOONN  

  
 Working frequency: 2.4G 

 Working voltage: 11V ~ 30V DC 
 Working current: <30mA 
 Transmission distance: 15m 

  

77..   MMOOUUNNTTIINNGG  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

88..   OOPPTTIIOONN  
 
Extention cabling (connectors Molex): 

500mm:  028-FUBS198-00500 
1000mm:  028-FUBS198-01000 

 


