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Ord. code: GPS-E2



 

Note ! Specifications subject to change without notice. 
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Connector 

Applications: 

TTEECCHHNNIICCAALL  DDAATTAA  

  

Features Specification 

Receiver Type 

52-channel 

GPS/QZSS: L1 1575.42MHz 

GLONASS 

L10F 1598.0625~1605.375MHz 

Horizontal position Accuracy 
<2.5m (Autonomous) 

(50% 24hr static, -130dBm) 

Velocity Accuracy 

<0.01m/s (speed) 

<0.01° (heading) 

(50%@30m/s) 

Time To First Fix 

Hot start 

Warm start 

Cold start 

 

Autonomous 

<1s 

<30s 

<35sec 

(50% -130dBm) 

Sensitivity 

(Autonomous) 

Acquisition: -146dBm (GPS) 

Tracking:    -165dBm (GPS) 

                  -163dBm (GLONASS) 

Navigation: -163dBm (GPS) 

                  -159dBm (GLONASS) 

Update Rate Default: 1Hz, max. 5Hz 

Datum WGS-84 (default) 

Altitude max. <18,000m 

Velocity max. max.1,852km/h 

Power consumption 31mA, continuous tracking mode 

Power Supply 3.3 ~ 5.5V DC 

Main dimension 55.5mm x 50mm x 16.5mm 

Weight 150g 

 

 

 

 

 

 

 

 

 

 

 


